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    Reliability & Communication Testing Instruments 

 

TESTING / INSPECTION  REPORT 
 

TESTING EQUIPMENT： 

  Shock Tester          ：KING DESIGN DP-1200-60, S/N：R2110086489  

  Controller    ：KING DESIGN KD-1200-03C, S/N：KD674 

Control Accelerometer     ：B&K 4398, S/N：2209044 

 

TEST ENVIRONMENT： 

  Temperature        ：28.4℃ (25±10℃) 

  Relative Humidity    ：65%RH (50±25% RH) 

 

SPECIMEN： 

Model Name    ：SR200-XXX 

Quantity   ：1 unit 

 
TEST SPECIFICATION： 

   Shock test (Non-Operating) 

Wave Form       ：Sawtooth wave  

Acceleration          ：75 g 

Duration Time       ：6 mS 

No. of Shock       ：3 times (Each axis) 

Shock Direction   ：±X, ±Y, ±Z axis 

    

TEST RESULT：  

 

Describe PASS
(1)

 FAIL Non-Judgment 

Function judgment √ ―― ―― 

Appearance check √  ―― ―― 

(1)-- After completely testing, no loose screws and visible damages were 

found. Power and interface operation was normal. 
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Testing photos (Non-Operating) 

Tester 
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Testing photos (Non-Operating) 

+X axis -X axis 

  
+Y axis -Y axis 

  
+Z axis -Z axis 
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Testing photos 

After test 
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SHOCK TEST SPECIFICATION : 75 g 6 mS  HEIGHT : 480 mm  CYCLE OF TEST : 3/3 
Testing at : 2014-7-30 下午 02-30-31 31    Data saved at : 2014-7-30 下午 02-30-31 31 

 
 

 Acceleration(gn) Duration time(ms) Velocity(m/sec) Filter(Hz) 

+X Axis (Ch 0) 75.88 6.19 3.078 500 
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SHOCK TEST SPECIFICATION : 75 g 6 mS  HEIGHT : 480 mm  CYCLE OF TEST : 3/3 
Testing at : 2014-7-30 下午 02-57-38 38    Data saved at : 2014-7-30 下午 02-57-39 39 

 
 

 Acceleration(gn) Duration time(ms) Velocity(m/sec) Filter(Hz) 

-X Axis (Ch 0) 74.42 6.34 3.050 500 
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SHOCK TEST SPECIFICATION : 75 g 6 mS  HEIGHT : 480 mm  CYCLE OF TEST : 3/3 
Testing at : 2014-7-30 下午 03-15-38 38    Data saved at : 2014-7-30 下午 03-15-39 39 

 
 

 Acceleration(gn) Duration time(ms) Velocity(m/sec) Filter(Hz) 

+Y Axis (Ch 0) 76.19 6.38 3.108 500 
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SHOCK TEST SPECIFICATION : 75 g 6 mS  HEIGHT : 480 mm  CYCLE OF TEST : 3/3 
Testing at : 2014-7-30 下午 03-33-23 23    Data saved at : 2014-7-30 下午 03-33-24 24 

 
 

 Acceleration(gn) Duration time(ms) Velocity(m/sec) Filter(Hz) 

-Y Axis (Ch 0) 76.50 6.18 3.153 500 
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SHOCK TEST SPECIFICATION : 75 g 6 mS  HEIGHT : 480 mm  CYCLE OF TEST : 3/3 
Testing at : 2014-7-30 下午 02-12-15 15    Data saved at : 2014-7-30 下午 02-12-15 15 

 
 

 Acceleration(gn) Duration time(ms) Velocity(m/sec) Filter(Hz) 

+Z Axis (Ch 0) 76.53 6.81 3.106 500 
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SHOCK TEST SPECIFICATION : 75 g 6 mS  HEIGHT : 480 mm  CYCLE OF TEST : 3/3 
Testing at : 2014-7-30 下午 02-15-02 02    Data saved at : 2014-7-30 下午 02-15-02 02 

 
 

 Acceleration(gn) Duration time(ms) Velocity(m/sec) Filter(Hz) 

-Z Axis (Ch 0) 76.51 5.91 3.148 500 

 

-END- 


