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CLOUD12-P28 

 Intel®  Xeon E3-1505L/E-2276ML

 NVIDIA GPU RTX A2000(CUDA 2,560,8GB GDDR6)

 1000 (up to 1300) ~ <1 % nits

 Sunlight Readable and NVIS supported

 12" Glass-Film-Glass Touch panel

 28 Programmable Function Keys

 Heavy-Duty fully IP65 Rugged aluminum

 MIL-DTL-38999 connectors

 MIL-STD 1275/461 18V~36V DC-DC

 Extended Temperature -40~+60 Degree

Dual vision Mode military Computer



2 

Content 
1. Edge AI Inference GPU System

2. High Performance Supercomputing GPU

3. Introduction & Key Features

4. Optional Features

5. MIL-STD-1275/461

6. Specification

7. Dimension

8. Ordering Information



3 

1. Edge AI Inference GPU System

1-1  Modular, Open, Scalable Architecture – SK515 COM E T6 Platform 

. 
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COM E T6 Carrier board 

MXM GPU Module 
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PCIe/104 

1-2  Dual Vision Mode 
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Sunlight Readable Up to 1400 nits 

Night Vision Mode Support 

2. High Performance Supercomputing CPU&GPU

2.1  Intel®  Xeon Processors: 
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2.2  NVIDIA Ampere RTX  A2000 : 

The Nvidia RTX A2000 is a mainstream GPU based on the Pascal architecture. 
Contrary to the faster models, the RTX A2000 uses the Ampere architecture. 
It is shipped with up to 8GB GDDR6-VRAM attached via 128-bit interface memory 
data rate (192 GB/s).
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3. Introduction & Key Features

Introduction: 

Description of Key Features: 

(1) MIL-DTL 38999 

(2) G.F.G. Resistive Touch Screen 

(3) Soft Touch Buttons 
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 (4) IP65 Certified 

(5) MIL-STD 810G Compliance 

  

 

(6) MIL-461/1275 EMI Filter 

4. Optional Features 

(1) Intelligent Heater  

 

(2) Waterproof Valve 

(3) EMI Shielding Cable Kits 
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5. MIL-STD-1275/461
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6. Specifications

Dimension 310 x 280 x 90 mm (W x D x H) Weight 9.53 Kg  Finish Anodic aluminum oxide 

12” TFT LCD Display & Resistor Touch screen 

Resolution 1024x768 XGA Brightness 1000 nits (up to 1300 Nits) 

Aspect Ratio 4:3 Contrast Ratio 900 

Touch Panel Glass-Film-Glass 5-Wire resistor touch panel (Optional) 

System SPEC

CPU Intel® Xeon E3-1505L V5 Processor (4C x 2/2.8 GHz), 8M Cache (25W) 

Memory type 2 x SO-DIMM, supports Dual Channel DDR4 1866/2133 up to 32GB 

Storage 1 x Full- Size (support PCIe/mSATA); 1 x Half-Size (support PCIe/mSATA) 

Dual Mode 

Day Mode, including: 

Ultra-Brightness 1300 nits 

Night Mode: NVIS (Dimmable under 1% Nits) 

Function key 
28 Soft Touch Buttons /w functional area selection buttons 

1 for power button (On/Off)  

DC-IN 
18V ~ 36 V, 28Vdc 

Optional:12V~40V DC-IN (150W max) MIL-STD-461, MIL-STD-1275, 

Connectors

DC-IN Amphenol TV07RW-11-54P 

IO Ports 

X1:VGA+Audio (Amphenol TV07RW-13-35S); 

X2:DVI (Amphenol TV07RW-13-35S);  

X3:2xUSB (Amphenol TV07RW-13-98S) 

X4: 

LAN x 2, DVI x 1, USB x 1, COM x 2, DC-IN x 1 

Applications

Applications Marine, Naval, Ground and Airborne environment. 

Physical

Chassis Aluminum Alloy, Corrosion 

Resistant 

Ingress Protection IP65 Dust /water Proof 
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MIL Compliance 

MIL-STD-810G (Operation Test) 

Low Temp. Method 502.5 Procedure 2  Exposure(24h x 3 cycle) at -10℃ min. 

High Temp. Method 501.5 Procedure 2 60ºC for 2 hrs after temperature stabilization. 

Humidity Method 507.5 Procedure 2 
RH -95%. Test cycles: ten 24-hrs , functional test after 5th and 10th 

cycles 

Vibration Method 514.6 Category 20 10-500Hz 1.04Grms Test duration: 1 hr x 3 axis (total 3 hrs)  

Shock Method 516.6 Procedure 1 20G, 11mSec, 3 per axis 

MIL-STD-810G (Non-Operating Tests) 

Low Temp. Method 502.5 Exposure(24h x 7 cycle) at -20℃ min. 

High Temp. Method 501.5 Procedure 1 71ºC for 2 hrs after temperature stabilization. 

Vibration Method 514.6 Category 24 200 to 2000Hz Test duration: 1hr per axis; rms = 7.7 gs 

Shock Method 516.6 Procedure 1 20G, 11mSec, 3 per axis 

MIL-STD-461E 

CE102 Basic curve, 10kHz - 30 MHz 

RE102-4, (1.5 MHz) (1.5 MHz) -30 MHz - 5 GHz 

RS103 1.5 MHz - 5 GHz, 50 V/m equal for all frequencies EN 61000-4-2: Air discharge: 8 kV, 

Environmental Qualifications

Regulatory CE , FCC Compliance 

Operation Temp. -40°C~65°C (ambient with air flow) 

Storage Temp. -40~+85 °C 

Green Product RoHS, WEEE compliance 
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7. Dimension

8. Ordering Information
12" Rugged Smart Display with MIL-DTL-38999 connectors, 28 user programmable function keys, NVIS supported

Model Description 

CLOUD12-P28 12" Rugged panel computer with 4 x MIL-DTL-38999 connectors, 28 Soft button /w 

programmable function keys, Night Vision Mode & Super High Brightness 1000 (up to 

1300 Nits Support) , Operation Temperature -40~+65°C 

7STARLAKE  
2F., No.190, Sec. 2, Zhongxing Rd., Xindian Dist., New Taipei City 23146, Taiwan (R.O.C.) 
Tel: 886-2-7744-7738 
Fax: 886-2-8911-2324  

Email: press@7starlake.com  
https://7starlake.com/ 
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