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MIL-STD-461G 

CE102/RE102 PRE-TEST 
 

 

 

 

 

 

 
 

 

 

 
 

 

 

 

 

 

 



MIL-STD-461G CE102/RE102 Pre-scan Test 

  

  

  

 

  



MIL-STD-461G CE102/RE102 Pre-scan Test 

 
 

 

  



MIL-STD-461G CE102/RE102 Pre-scan Test 
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MIL-STD-461G CE102/RE102 Pre-scan Test 

  

 

 

 



MIL-STD-461G CE102/RE102 Pre-scan Test 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

 



MIL-STD-461G CE102/RE102 Pre-scan Test 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

  
 
 

 

Interocean EMC Technology Corp. 
新北市林口區頂福里 1 鄰 5-2 號 
No.5-2, Lin 1, Tin-Fu, Lin-Kou Dist., New Taipei City, Taiwan 244, R.O.C. 

http: www.ietc.com.tw 
Tel: +886-2-2600-6861 
Fax: +886-2-2600-6859 
 

Interocean EMC Technology Corp. 

 

宇 海 科 技 股 份 有 限 公 司 

Job No.: Pretest Polarization: L1 
Standard: MIL-STD-461G_CE102 AC&DC Power Source: DC28V 
Test item: Conduction Test Date: 2024/9/11 
Company:  百威 Time: 10:44:22 
EUT Name:   Temp.(℃)/Hum.(%):  26.7(℃)/48% 

EUT Model:  AV800-D27-A50 Engineer Signature:  Vic Xue 
Distance:    

Note:   

 
Range1 :0.01--0.15(MHz) / RBW:1(kHz) / VBW:3(kHz)  

 

 
 

No. Frequency Reading Correction Result Limit Margin Detector P/F Remark 

 (kHz) (dBuV) Factor(dB) (dBuV) (dBuV) (dB)    

1 15.600 28.28 23.61 51.89 90.14 -38.25 peak P  

2 28.200 29.19 21.28 50.47 84.99 -34.52 peak P  

3 121.160 13.59 19.94 33.53 72.32 -38.79 peak P  
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Interocean EMC Technology Corp. 
新北市林口區頂福里 1 鄰 5-2 號 
No.5-2, Lin 1, Tin-Fu, Lin-Kou Dist., New Taipei City, Taiwan 244, R.O.C. 

http: www.ietc.com.tw 
Tel: +886-2-2600-6861 
Fax: +886-2-2600-6859 
 

Interocean EMC Technology Corp. 

 

宇 海 科 技 股 份 有 限 公 司 

 

Job No.: Pretest Polarization: N 
Standard: MIL-STD-461G_CE102 AC&DC Power Source: DC28V 
Test item: Conduction Test Date: 2024/9/11 
Company:  百威 Time: 10:49:43 
EUT Name:   Temp.(℃)/Hum.(%):  26.7(℃)/48% 

EUT Model:  AV800-D27-A50 Engineer Signature:  Vic Xue 
Distance:    

Note:   

 
Range1 :0.01--0.15(MHz) / RBW:1(kHz) / VBW:3(kHz)  

 

 
 

No. Frequency Reading Correction Result Limit Margin Detector P/F Remark 

 (kHz) (dBuV) Factor(dB) (dBuV) (dBuV) (dB)    

1 13.360 29.22 24.46 53.68 91.48 -37.80 peak P  

2 26.380 29.00 21.49 50.49 85.57 -35.08 peak P  

3 28.760 29.32 21.24 50.56 84.82 -34.26 peak P  
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Interocean EMC Technology Corp. 
新北市林口區頂福里 1 鄰 5-2 號 
No.5-2, Lin 1, Tin-Fu, Lin-Kou Dist., New Taipei City, Taiwan 244, R.O.C. 

http: www.ietc.com.tw 
Tel: +886-2-2600-6861 
Fax: +886-2-2600-6859 
 

Interocean EMC Technology Corp. 

 

宇 海 科 技 股 份 有 限 公 司 

 

Job No.: Pretest Polarization: L1 
Standard: MIL-STD-461G_CE102 AC&DC Power Source: DC28V 
Test item: Conduction Test Date: 2024/9/11 
Company:  百威 Time: 10:45:28 
EUT Name:   Temp.(℃)/Hum.(%):  26.7(℃)/48% 

EUT Model:  AV800-D27-A50 Engineer Signature:  Vic Xue 
Distance:    

Note:   

 
Range1 :0.15--0.5(MHz) / RBW:10(kHz) / VBW:30(kHz)  

 

 
 

No. Frequency Reading Correction Result Limit Margin Detector P/F Remark 

 (kHz) (dBuV) Factor(dB) (dBuV) (dBuV) (dB)    

1 206.700 41.77 19.81 61.58 67.68 -6.10 peak P  

2 343.900 16.49 19.82 36.31 63.25 -26.94 peak P  

3 473.400 19.31 19.79 39.10 60.48 -21.38 peak P  
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Interocean EMC Technology Corp. 
新北市林口區頂福里 1 鄰 5-2 號 
No.5-2, Lin 1, Tin-Fu, Lin-Kou Dist., New Taipei City, Taiwan 244, R.O.C. 
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Tel: +886-2-2600-6861 
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Interocean EMC Technology Corp. 

 

宇 海 科 技 股 份 有 限 公 司 

 

Job No.: Pretest Polarization: N 
Standard: MIL-STD-461G_CE102 AC&DC Power Source: DC28V 
Test item: Conduction Test Date: 2024/9/11 
Company:  百威 Time: 10:48:42 
EUT Name:   Temp.(℃)/Hum.(%):  26.7(℃)/48% 

EUT Model:  AV800-D27-A50 Engineer Signature:  Vic Xue 
Distance:    

Note:   

 
Range1 :0.15--0.5(MHz) / RBW:10(kHz) / VBW:30(kHz)  

 

 
 

No. Frequency Reading Correction Result Limit Margin Detector P/F Remark 

 (kHz) (dBuV) Factor(dB) (dBuV) (dBuV) (dB)    

1 207.400 42.04 19.83 61.87 67.65 -5.78 peak P  

2 338.300 15.66 19.84 35.50 63.40 -27.90 peak P  

3 478.300 18.83 19.81 38.64 60.39 -21.75 peak P  
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Interocean EMC Technology Corp. 
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Interocean EMC Technology Corp. 

 

宇 海 科 技 股 份 有 限 公 司 

 

Job No.: Pretest Polarization: L1 
Standard: MIL-STD-461G_CE102 AC&DC Power Source: DC28V 
Test item: Conduction Test Date: 2024/9/11 
Company:  百威 Time: 10:46:36 
EUT Name:   Temp.(℃)/Hum.(%):  26.7(℃)/48% 

EUT Model:  AV800-D27-A50 Engineer Signature:  Vic Xue 
Distance:    

Note:   

 
Range1 :0.5--10(MHz) / RBW:10(kHz) / VBW:30(kHz)  

 

 
 

No. Frequency Reading Correction Result Limit Margin Detector P/F Remark 

 (MHz) (dBuV) Factor(dB) (dBuV) (dBuV) (dB)    

1 1.374 17.61 19.80 37.41 60.00 -22.59 peak P  

2 1.450 25.18 19.79 44.97 60.00 -15.03 peak P  

3 7.055 19.42 19.85 39.27 60.00 -20.73 peak P  
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Interocean EMC Technology Corp. 

 

宇 海 科 技 股 份 有 限 公 司 

 

Job No.: Pretest Polarization: N 
Standard: MIL-STD-461G_CE102 AC&DC Power Source: DC28V 
Test item: Conduction Test Date: 2024/9/11 
Company:  百威 Time: 10:47:47 
EUT Name:   Temp.(℃)/Hum.(%):  26.7(℃)/48% 

EUT Model:  AV800-D27-A50 Engineer Signature:  Vic Xue 
Distance:    

Note:   

 
Range1 :0.5--10(MHz) / RBW:10(kHz) / VBW:30(kHz)  

 

 
 

No. Frequency Reading Correction Result Limit Margin Detector P/F Remark 

 (MHz) (dBuV) Factor(dB) (dBuV) (dBuV) (dB)    

1 1.374 16.57 19.80 36.37 60.00 -23.63 peak P  

2 1.450 23.12 19.79 42.91 60.00 -17.09 peak P  

3 7.055 14.73 19.86 34.59 60.00 -25.41 peak P  
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Interocean EMC Technology Corp. 
新北市林口區頂福里 1 鄰 5-2 號 
No.5-2, Lin 1, Tin-Fu, Lin-Kou Dist., New Taipei City, Taiwan 244, R.O.C. 

http: www.ietc.com.tw 
Tel: +886-2-2600-6861 
Fax: +886-2-2600-6859 
 

Interocean EMC Technology Corp. 

 

宇 海 科 技 股 份 有 限 公 司 

Job No.: Pretest Polarization: Vertical 
Standard: MIL-STD-461G_RE102_Ground_N M and Army Power Source: DC28V 
Test item: Radiation Test Date: 2024/9/11 
Company:  百威 Time: 10:15:03 
EUT Name:   Temp.(℃)/Hum.(%):  26.7(℃)/48% 

EUT Model:  AV800-D27-A50 Engineer Signature:  Vic Xue 
Distance: 1m   

Note:   

 
Range1 :2--30(MHz) / RBW:10(kHz) / VBW:30(kHz)  

 

 
 

No. Frequency Reading Correction Result Limit Margin Detector P/F Remark 

 (MHz) (dBuV) Factor(dB) (dBuV/m) (dBuV/m) (dB)    

1 2.084 17.37 0.31 17.68 24.00 -6.32 peak P  

2 4.268 17.40 0.43 17.83 24.00 -6.17 peak P  

3 6.760 16.39 0.59 16.98 24.00 -7.02 peak P  

http://http:%20www.ietc.com.tw/


 

  
 
 

 

 

Interocean EMC Technology Corp. 
新北市林口區頂福里 1 鄰 5-2 號 
No.5-2, Lin 1, Tin-Fu, Lin-Kou Dist., New Taipei City, Taiwan 244, R.O.C. 

http: www.ietc.com.tw 
Tel: +886-2-2600-6861 
Fax: +886-2-2600-6859 
 

Interocean EMC Technology Corp. 

 

宇 海 科 技 股 份 有 限 公 司 

Job No.: Pretest Polarization: Horizontal 
Standard: MIL-STD-461G_RE102_Ground_N M and Army Power Source: DC28V 
Test item: Radiation Test Date: 2024/9/11 
Company:  百威 Time: 10:22:47 
EUT Name:   Temp.(℃)/Hum.(%):  26.7(℃)/48% 

EUT Model:  AV800-D27-A50 Engineer Signature:  Vic Xue 
Distance: 1m   

Note:   

 
Range1 :30--200(MHz) / RBW:100(kHz) / VBW:300(kHz)  

 

 
 

No. Frequency Reading Correction Result Limit Margin Detector P/F Remark 

 (MHz) (dBuV) Factor(dB) (dBuV/m) (dBuV/m) (dB)    

1 32.380 32.84 -14.70 18.14 24.00 -5.86 peak P  

2 60.940 39.38 -23.04 16.34 24.00 -7.66 peak P  

3 106.670 38.80 -19.36 19.44 24.56 -5.12 peak P  
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Interocean EMC Technology Corp. 
新北市林口區頂福里 1 鄰 5-2 號 
No.5-2, Lin 1, Tin-Fu, Lin-Kou Dist., New Taipei City, Taiwan 244, R.O.C. 

http: www.ietc.com.tw 
Tel: +886-2-2600-6861 
Fax: +886-2-2600-6859 
 

Interocean EMC Technology Corp. 

 

宇 海 科 技 股 份 有 限 公 司 

 

Job No.: Pretest Polarization: Vertical 
Standard: MIL-STD-461G_RE102_Ground_N M and Army Power Source: DC28V 
Test item: Radiation Test Date: 2024/9/11 
Company:  百威 Time: 10:20:51 
EUT Name:   Temp.(℃)/Hum.(%):  26.7(℃)/48% 

EUT Model:  AV800-D27-A50 Engineer Signature:  Vic Xue 
Distance: 1m   

Note:   

 
Range1 :30--200(MHz) / RBW:100(kHz) / VBW:300(kHz)  

 

 
 

No. Frequency Reading Correction Result Limit Margin Detector P/F Remark 

 (MHz) (dBuV) Factor(dB) (dBuV/m) (dBuV/m) (dB)    

1 43.430 33.53 -16.65 16.88 24.00 -7.12 peak P  

2 106.500 38.43 -19.36 19.07 24.55 -5.48 peak P  

3 171.950 36.34 -14.77 21.57 28.70 -7.13 peak P  
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Interocean EMC Technology Corp. 
新北市林口區頂福里 1 鄰 5-2 號 
No.5-2, Lin 1, Tin-Fu, Lin-Kou Dist., New Taipei City, Taiwan 244, R.O.C. 

http: www.ietc.com.tw 
Tel: +886-2-2600-6861 
Fax: +886-2-2600-6859 
 

Interocean EMC Technology Corp. 

 

宇 海 科 技 股 份 有 限 公 司 

 

Job No.: Pretest Polarization: Horizontal 
Standard: MIL-STD-461G_RE102_Ground_N M and Army Power Source: DC28V 
Test item: Radiation Test Date: 2024/9/11 
Company:  百威 Time: 10:29:20 
EUT Name:   Temp.(℃)/Hum.(%):  26.7(℃)/48% 

EUT Model:  AV800-D27-A50 Engineer Signature:  Vic Xue 
Distance: 1m   

Note:   

 
Range1 :200--1000(MHz) / RBW:100(kHz) / VBW:300(kHz)  

 

 
 

No. Frequency Reading Correction Result Limit Margin Detector P/F Remark 

 (MHz) (dBuV) Factor(dB) (dBuV/m) (dBuV/m) (dB)    

1 247.200 33.34 -12.23 21.11 31.84 -10.73 peak P  

2 312.000 41.25 -16.31 24.94 33.86 -8.92 peak P  

3 515.200 39.16 -12.84 26.32 38.20 -11.88 peak P  

 

Job No.: Pretest Polarization: Vertical 
Standard: MIL-STD-461G_RE102_Ground_N M and Army Power Source: DC28V 
Test item: Radiation Test Date: 2024/9/11 
Company:  百威 Time: 11:12:50 
EUT Name:   Temp.(℃)/Hum.(%):  26.7(℃)/48% 

EUT Model:  AV800-D27-A50 Engineer Signature:  Vic Xue 
Distance: 1m   

http://http:%20www.ietc.com.tw/


 

  
 
 

 

 

Interocean EMC Technology Corp. 
新北市林口區頂福里 1 鄰 5-2 號 
No.5-2, Lin 1, Tin-Fu, Lin-Kou Dist., New Taipei City, Taiwan 244, R.O.C. 

http: www.ietc.com.tw 
Tel: +886-2-2600-6861 
Fax: +886-2-2600-6859 
 

Interocean EMC Technology Corp. 

 

宇 海 科 技 股 份 有 限 公 司 

Note:  VGA USB MINIDP 加扣 

 
Range1 :200--1000(MHz) / RBW:100(kHz) / VBW:300(kHz)  

 

 
 

No. Frequency Reading Correction Result Limit Margin Detector P/F Remark 

 (MHz) (dBuV) Factor(dB) (dBuV/m) (dBuV/m) (dB)    

1 312.800 51.24 -20.19 31.05 33.88 -2.83 peak P  

2 375.200 48.70 -18.71 29.99 35.46 -5.47 peak P  

3 514.400 48.71 -14.56 34.15 38.19 -4.04 peak P  

 

http://http:%20www.ietc.com.tw/


 

  
 
 

 

 

Interocean EMC Technology Corp. 
新北市林口區頂福里 1 鄰 5-2 號 
No.5-2, Lin 1, Tin-Fu, Lin-Kou Dist., New Taipei City, Taiwan 244, R.O.C. 
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Fax: +886-2-2600-6859 
 

Interocean EMC Technology Corp. 

 

宇 海 科 技 股 份 有 限 公 司 

 

Job No.: Pretest Polarization: Horizontal 
Standard: MIL-STD-461G_RE102_Ground_N M and Army Power Source: DC28V 
Test item: Radiation Test Date: 2024/9/11 
Company:  百威 Time: 10:39:56 
EUT Name:   Temp.(℃)/Hum.(%):  26.7(℃)/48% 

EUT Model:  AV800-D27-A50 Engineer Signature:  Vic Xue 
Distance: 1m   

Note:   

 
Range1 :1000--3000(MHz) / RBW:1000(kHz) / VBW:3000(kHz)  

 

 
 

No. Frequency Reading Correction Result Limit Margin Detector P/F Remark 

 (MHz) (dBuV) Factor(dB) (dBuV/m) (dBuV/m) (dB)    

1 2030.000 58.95 -21.33 37.62 50.09 -12.47 peak P  

2 2302.000 60.04 -19.57 40.47 51.18 -10.71 peak P  

3 2790.000 60.02 -18.62 41.40 52.84 -11.44 peak P  
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Interocean EMC Technology Corp. 
新北市林口區頂福里 1 鄰 5-2 號 
No.5-2, Lin 1, Tin-Fu, Lin-Kou Dist., New Taipei City, Taiwan 244, R.O.C. 

http: www.ietc.com.tw 
Tel: +886-2-2600-6861 
Fax: +886-2-2600-6859 
 

Interocean EMC Technology Corp. 

 

宇 海 科 技 股 份 有 限 公 司 

 

Job No.: Pretest Polarization: Vertical 
Standard: MIL-STD-461G_RE102_Ground_N M and Army Power Source: DC28V 
Test item: Radiation Test Date: 2024/9/11 
Company:  百威 Time: 10:34:04 
EUT Name:   Temp.(℃)/Hum.(%):  26.7(℃)/48% 

EUT Model:  AV800-D27-A50 Engineer Signature:  Vic Xue 
Distance: 1m   

Note:   

 
Range1 :1000--3000(MHz) / RBW:1000(kHz) / VBW:3000(kHz)  

 

 
 

No. Frequency Reading Correction Result Limit Margin Detector P/F Remark 

 (MHz) (dBuV) Factor(dB) (dBuV/m) (dBuV/m) (dB)    

1 1027.846 64.89 -25.57 39.32 44.19 -4.87 peak P  

2 1055.307 63.89 -25.78 38.11 44.42 -6.31 peak P  

3 2954.000 64.17 -18.35 45.82 53.34 -7.52 peak P  
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Interocean EMC Technology Corp. 
新北市林口區頂福里 1 鄰 5-2 號 
No.5-2, Lin 1, Tin-Fu, Lin-Kou Dist., New Taipei City, Taiwan 244, R.O.C. 

http: www.ietc.com.tw 
Tel: +886-2-2600-6861 
Fax: +886-2-2600-6859 
 

Interocean EMC Technology Corp. 

 

宇 海 科 技 股 份 有 限 公 司 

 

Job No.: Pretest Polarization: Horizontal 
Standard: MIL-STD-461G_RE102_Ground_N M and Army Power Source: DC28V 
Test item: Radiation Test Date: 2024/9/11 
Company:  百威 Time: 10:38:40 
EUT Name:   Temp.(℃)/Hum.(%):  26.7(℃)/48% 

EUT Model:  AV800-D27-A50 Engineer Signature:  Vic Xue 
Distance: 1m   

Note:   

 
Range1 :3000--10000(MHz) / RBW:1000(kHz) / VBW:3000(kHz)  

 

 
 

No. Frequency Reading Correction Result Limit Margin Detector P/F Remark 

 (MHz) (dBuV) Factor(dB) (dBuV/m) (dBuV/m) (dB)    

1 7389.000 58.64 -7.76 50.88 61.29 -10.41 peak P  

2 8075.000 57.96 -6.37 51.59 62.06 -10.47 peak P  

3 8754.000 58.35 -7.11 51.24 62.76 -11.52 peak P  
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Interocean EMC Technology Corp. 
新北市林口區頂福里 1 鄰 5-2 號 
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Interocean EMC Technology Corp. 

 

宇 海 科 技 股 份 有 限 公 司 

 

Job No.: Pretest Polarization: Vertical 
Standard: MIL-STD-461G_RE102_Ground_N M and Army Power Source: DC28V 
Test item: Radiation Test Date: 2024/9/11 
Company:  百威 Time: 10:35:16 
EUT Name:   Temp.(℃)/Hum.(%):  26.7(℃)/48% 

EUT Model:  AV800-D27-A50 Engineer Signature:  Vic Xue 
Distance: 1m   

Note:   

 
Range1 :3000--10000(MHz) / RBW:1000(kHz) / VBW:3000(kHz)  

 

 
 

No. Frequency Reading Correction Result Limit Margin Detector P/F Remark 

 (MHz) (dBuV) Factor(dB) (dBuV/m) (dBuV/m) (dB)    

1 7347.000 58.65 -7.83 50.82 61.24 -10.42 peak P  

2 8131.000 58.72 -6.68 52.04 62.12 -10.08 peak P  

3 8558.000 58.21 -6.99 51.22 62.56 -11.34 peak P  
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Interocean EMC Technology Corp. 
新北市林口區頂福里 1 鄰 5-2 號 
No.5-2, Lin 1, Tin-Fu, Lin-Kou Dist., New Taipei City, Taiwan 244, R.O.C. 
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Interocean EMC Technology Corp. 

 

宇 海 科 技 股 份 有 限 公 司 

 

Job No.: Pretest Polarization: Horizontal 
Standard: MIL-STD-461G_RE102_Ground_N M and Army Power Source: DC28V 
Test item: Radiation Test Date: 2024/9/11 
Company:  百威 Time: 10:37:42 
EUT Name:   Temp.(℃)/Hum.(%):  26.7(℃)/48% 

EUT Model:  AV800-D27-A50 Engineer Signature:  Vic Xue 
Distance: 1m   

Note:   

 
Range1 :10000--18000(MHz) / RBW:1000(kHz) / VBW:3000(kHz)  

 

 
 

No. Frequency Reading Correction Result Limit Margin Detector P/F Remark 

 (MHz) (dBuV) Factor(dB) (dBuV/m) (dBuV/m) (dB)    

1 13952.000 58.52 -2.52 56.00 66.79 -10.79 peak P  

2 17760.000 55.29 8.87 64.16 68.88 -4.72 peak P  

3 17928.000 55.64 11.90 67.54 68.97 -1.43 peak P  
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Interocean EMC Technology Corp. 
新北市林口區頂福里 1 鄰 5-2 號 
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Interocean EMC Technology Corp. 

 

宇 海 科 技 股 份 有 限 公 司 

 

Job No.: Pretest Polarization: Vertical 
Standard: MIL-STD-461G_RE102_Ground_N M and Army Power Source: DC28V 
Test item: Radiation Test Date: 2024/9/11 
Company:  百威 Time: 10:36:22 
EUT Name:   Temp.(℃)/Hum.(%):  26.7(℃)/48% 

EUT Model:  AV800-D27-A50 Engineer Signature:  Vic Xue 
Distance: 1m   

Note:   

 
Range1 :10000--18000(MHz) / RBW:1000(kHz) / VBW:3000(kHz)  

 

 
 

No. Frequency Reading Correction Result Limit Margin Detector P/F Remark 

 (MHz) (dBuV) Factor(dB) (dBuV/m) (dBuV/m) (dB)    

1 13952.000 58.85 -2.52 56.33 66.79 -10.46 peak P  

2 17648.000 57.13 5.83 62.96 68.83 -5.87 peak P  

3 17840.000 55.84 11.13 66.97 68.92 -1.95 peak P  
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